
Engine Options Deutz TCD 4.1, EU Stage IV / US Tier 4, 
4 Zylinder, 156.5 HP, 115 kW, 609 Nm

Transmission 2 pcs. POCLAIN MS08 2-speed wheel 
motors, optional a 4 wheel drive with 
2 pcs. steering wheel engines

Stainless steel 
diesel tank

195 l

Hydraulic tank 55 l

Speed Speed level I: 0 - 10 km/h
Speed level II: 0 - 20 km/h

Brakes Negative brakes

Rotor sampler 0 - 60 r/min

Weighing hopper 2250 l

Tires (front) standard. With 
and without all-wheel drive

AS 440/65 R24 Traktor profile

Tires (back) standard. With 
and without all-wheel drive

AS 15.0/55-17 Traktor profile

Frontlift Kategorie II
linkage

3600 kg

Maize chopper BIGDRUM 1250 (1350 kg)

Forage blower
(optional)

Blowing capacity: 
7 kg per second

Weight (with Kemper) 4700 kg

Dimensions
working position LxWxH
transport position LxWxH

 
8.50 m x 2.1 m x 4.20 m
8.50 m x 2.1 m x 3.10 m

Power is the main word for our Maize Harvester. Up to 180 HP, 4 wheel drives, 
differential unit and big wheels guaranties you a comfortable Maize or Energy 
plants harvesting. Our M-65 can be fully equipped, with infra red analyses, 
automatic weighing, sample taking, emptying blower; you decide it and we make it!

TECHNICAL DETAILS

SELF PROPELLED  
MAIZE HARVESTER

 HALDRUP M-65

GERMANY| HALDRUP GmbH  
Justus-von-Liebig-Straße 3 | 74532 Ilshofen
Tel.: +49 (0) 7904 943998-0 | Fax: +49 (0) 7904 943998-660
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FRANCE | HALDRUP SARL  
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Tel.: +33 (0) 243 8944 95 | Fax: +33 (0) 234 0871 50
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DENMARK | HALDRUP GmbH 
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