


The HALDRUP CTS-95 Twin-Shaker is a high-perfor-
mance twin-plot combine harvester that harvests 
two plots in a single pass. Its fully independent 
harvesting, threshing, and cleaning systems ensure 
complete sample purity with no cross-contamination.

Powered by a DEUTZ turbo-diesel engine (160 kW / 
220 hp) and a hydrostatic drive system (0-20 km/h), 
the Twin-Shaker handles even the toughest harves-
ting conditions with ease. The all-wheel drive provi-
des additional fl exibility.

The dual grain headers are available in working 
widths ranging from 2x1.25 m to 2x1.75 m, while 

POWERFUL – PRODUCTIVE – 
MIX-FREE
HALDRUP CTS-95 
TWIN SHAKER DOUBLE PLOT COMBINE

the hydraulically folding 2x2-row Geringhoff  corn 
and sunfl ower headers are perfectly matched to the 
machine.

For maximum threshing effi  ciency, the tangential 
threshing system features a 640 mm wide threshing 
channel and a 450 mm diameter threshing drum. 
Residual grain separation is carried out by two 
shaking systems, each with three straw walkers and 
three drop stages. Adjustable chaff  sieves and a 
continuously variable under-blower ensure excellent 
cleaning results. The upper and lower sieves operate 
in opposite directions for smoother operation and 
improved weighing accuracy.
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Engine Deutz Typ TCD 6,1 L6 Turbo Diesel engine, 6,0 l, 6 Zylinder Turbo engine,  
220 HP, 160 kW, 810 Nm at 1.600 U/min

Fuel tank 465 l

Drive Hydrostatic transmission with 2 speed levels, 0 - 20 km/h;
four-wheel drive optional

Steering Hydraulically; steering wheel adjustable in height and inclination

Tyres (drive) 16.5/85-28, 340/65 R 18 or 600/60 R 28

Tyres (steering) 15.0/55 - 17; 19.0/45 - 17

Track width 2.13 m

Threshing drum Diameter: 2 x 450 mm, Width: 2 x 640 mm
6 beater bars

Rotation speed of threshing drum 350 - 1.800 U/min

Concave Wrap angle: 90 °

Straw walkers 2 x 3 Straw walkers with 3 steps; Area 2 x 1,3 m²

Upper sieve 2 fins strainer 22 mm - 2 x 0,72 m²

Lower sieve 2 fins strainer 15 mm - 2 x 0,72 m²

Total sieve area 2 x 1.44 m²

Bottom blower 350 - 1.100 U/min

Grain tank 7000 l 

Weighing system 2 prehopper, 2 weighing hopper (volume per 45 l)
3 bending weighing cells, 10 g division

Cutting table Width: 2 x 1.25 m – 2 x 1.50 m – 2 x 1.75 m

Corn header Geringhoff RotaDisc 2 x 2 rows, hydraulically foldable

Accessories HALDRUP HarvestManager, HALDRUP Harvest Master, NIRS, hectoliter box, moisture 
measurement, monitoring system (camera), sunflower harvester, corn harvester

Dimensions: L x W x H 7.50 x 2.55 x 3.20 m

Weight 7.100 kg  without threshing unit
8.600 kg with grain cutting unit
9.000 kg with corn harvester

TECHNICAL DETAILS

The harvested material is pneumatically transported into the 
40-liter pre-container of the weighing system, which is resistant 
to vibrations. Samples can be taken directly from the cab.

The spacious cab offers exceptional comfort and an ergonomic 
layout for optimal control and visibility.

Additionally, the HALDRUP CTS-95 can be customized with 
HALDRUP HarvestManager software, near-infrared spectroscopy 
(NIRS), a hectoliter weight measurement chamber, moisture 
sensors, a camera system, a straw chopper, and other advanced 
features.
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GERMANY | HALDRUP GmbH | Justus-von-Liebig-Str. 3 | 74532 Ilshofen | t +49 (0) 7904 94399-0 | f +49 (0) 7904 94399-640
FRANCE | HALDRUP SARL | 14 rue des peupliers | 72190 Sargé-lès-le-Mans | t +33 (0) 243 894 495 |  f +33 (0) 234 087 150
DENMARK | J. Haldrup a/s | Bredgade 129 | 9670 Løgstør | t +45 (0) 98 67 10 33
USA | HALDRUP USA CORP. | 1725 Hillcrest Drive | Ossian, IN 46777 | t +1 844 694 6205 info@haldrup.net | www.haldrup.net


